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Biznet Data Center Bali
RIMBA Jimbaran Bali Karang Mas Estate
Jl. Karang Mas Sejahtera
Jimbaran, Bali 80364 - Indonesia
Tel +62-361-8781688

Facility Overview

Biznet Data Center Bali offers high quality, reliable and scalable data center solution at the heart of Indonesia’s paradise
island. With the growing demand for better data speed and connectivity in Bali, this data center is located in a suitable
location to host your disaster recovery center or travel & tourism-related application hosting.

With access to multiple carriers, it allows you to connect your mission critical application to your Head Office and Branch
Office. The facility offers a Tier -2 Green Data Center with high quality, reliable and scalable solutions with 2N standard
for power and N+1 for cooling systems. It is directly attached to the redundant Biznet Metro Fiber Optic Network
supporting your 24x7 mission critical operation.

Biznet data Center Bali is located just 10 kilometers from Bali Ngurah Rai International Airport Denpasar, within Karang
Mas Estate, a 77 hectares of integrated resort property in Jimbaran Bay with direct access to 2 award-winning resorts,
Ayana Resort and Spa Bali and RIMBA Jimbaran Bali.
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Technical Overview
 80 m2 (800 ft2) Gross Area
 Steel concrete structure with concrete floors, metal faced cladding and glazing
 Typical floor loading of 200 kg/m2
 Slab to slab height 2.6 meter
 Column spacing based on 4 meter grid
 Passenger Lift: maximum 18 passengers

Cargo Lift: 1,600 Kg

Power
 2N centralized redundant UPS system
 Power Grid input 20KV/400V
 Battery reserve 15 - 30 minutes
 Individual power outlet
 Full backup generating set
 Generator: KOHLER KX 1000 with capacity: 2 x 1,000 kVA
 Diesel Tank capacity: 15,000 liters (23 hours)

Environmental System
 Temperature maintained at 22°C (±2°C)

Fire Detection and Suppression System
 Fire and smoke detection sensors
 Gas suppression system

Telecommunications
 Separate power and data cable tray
 Access to multiple telecommunications providers
 Direct connection to Biznet Metro & Biznet interCity Fiber Optic Network
 Direct connection to Biznet Global IP Backbone

Security
 24x7 Security guards by Secom Indonesia (www.secom.co.id)
 Secure RFID card system with personalized PIN number
 Surveillance color cameras with digital recording facility

For further information or site visit, please contact our Account Executives via phone +62-21-57998888 or email
datacenter@biznetnetworks.com
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